


P C M 9 2     R E V E R B / E F F E C T S  P R O C E S S O R

ROUTING OPTIONS (Analog, Digital)

The PCM92 can be divided into four virtual machines which allow the signal from each 

input to be routed through a variety of algorithm combinations.

FOOT PEDAL CONTROLLERS

Foot pedal controllers make it easy to change presets and adjust parameters during 

live performances. The PCM92 can be controlled by either a two button momentary 

foot switch or a variable position foot pedal.  

HiQnet/SYSTEM ARCHITECT™ CONTROL 

To supplement front panel navigation for live sound applications, the PCM92 can be 

configured and fully controlled remotely through Harman HiQnet System Architect™ 

from any PC.
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Standard IEC
line cord  

XLR-1/4” (combi-jack) analog balanced inputs
XLR and 1/4”analog balanced outputsAES/EBU input/outputEthernet connections MIDI in, thru and out

Foot pedal control inputs Word Clock input

Mono to Stereo
Mono In/ 

Combined Stereo OutCascade Mono to Stereo

Cascade StereoCascade Mono

PROCESSOR ROUTING CONFIGURATIONS

Dual Mono Stereo

PCM92 KEY FEATURES

9 28 Lexicon® studio-standard 
   reverbs, delays, and modulation 
   effects

9 Comprehensive collection of  
   over 1200 finely-crafted factory  
   presets from Lexicon’s immense 
   library of sounds

9 Lexicon’s flexible Room algorithm, 
   used to generate a vast array 
   of room-related effects for 
   music and post

9 �Full system configuration and 
control with 
System Architect™

9 44.1 to 96 kHz sample rate, 
   32-bit floating point processing

9 Ethernet connectivity and full 
   MIDI control

9 Foot controller inputs make it 
   easy to change presets and 
   adjust parameters during live 
   performances

9 High-resolution OLED display  
   is easy to read in all light 
   conditions
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